FAVOYRIT

Technical Data Sheet
Favorit Diesel CD SAE 15W-40 API CD/SF

UNIVERSAL
MOTOR OIL

» WVORIT

Packages:
1L, 4L, 5L, 20L, 60L, 208L

Meets the requirements and
specifications:

SAE 15W-40

API CD/SF

Product Characteristics:

Name of indicator
Kinematic viscosity mm?/c at 40 °C

Kinematic viscosity mm?/c at 100 °C

Viscosity index

Flash poin, °C

Pour point, °C

TBN, g KOH/kg
Density at 20°C, kg/m3

[EN] Favorit Diesel CD SAE 15W-40 APl CD/SF
multipurpose multigrade engine oil with mineral basis for
high-augmented diesel engines of passenger cars and trucks
with turbocharge. It can be used in gasoline engines. Perfectly
balanced additives effectively protect from wear-out and
prevent corrosion. Reduces sooting and carbon formation.
Provides safe lubrication and engine cleanness at any usage
conditions.

[RU] Favorit Diesel CD SAE 15W-40 APl CDI/SF
BCECE30HHOC YHHUBEPCAJIBHOC MOTOPHOC Macliio Ha
MUHEpaNIbHOW OCHOBE, IMpPEIHA3HAYCHHOE IJI AU3EIbHBIX
JBUTATENIE JIETKOBBIX, MAaJBIX T'PY30BBIX aBTOMOOWIECH H
MHUKpPOaBTOOYCOB. BO3MOKHO HCIIONBb30BaHNE B OCH3HHOBBIX
nBUTaTtensax. lmarenpHO — cOANAaHCHPOBAHHBIN — TAKET
MIPHUCATIOK 3¢ heKTUBHO CHIDKAeT caxke- u
HarapooOpa3oBaHue, 3allUIAcT OT KOPPO3UH, 00eCIIeUnBaCT
YUCTOTY WU HAAEKHYI0 CMa3Ky JeTaieil, mpeloTBpallacT
00pa3oBaHMe BEICOKOTEMITEPATYPHBIX OTIOKEHHM.

Precautions: Avoid getting oil on the exposed areas. Wear
protective gloves. In case of contact with eyes and mouth, rinse
immediately with water and non-necessity consult a doctor. To
remove the skin with soap. Dispose of waste oil in the designated
areas. Do not discharge into the channel still apply, soil and
water. Keep away from fire!

Storage conditions: Store in a tightly closed container at a
temperature between -30°C to +30°C in a dry protected from
direct sunlight place, away from source of ignition.

The shelf life of the oil for 5 years from date of manufacture.

Test methods Value
STB ISO 3104-2003 101,86
STB ISO 3104-2003 13,43
STB 1797 130,7
GOST 4333 224
GOST 20287 -30
GOST 11362 6
GOST 3900 877

The data provided is based on standard laboratory tests and given only as a reference. The indicators can vary within the permissible range.
HpI/IBe)IéHHLIe JaHHBIC OCHOBAHbI HAa CTAHAAPTHBIX TECTaX B J'Ia6()paTOpHLIX YCIIOBHUSX U NTPEAOCTABIIAIOTCS TOJIBKO KaK CIIPAaBOYHBIC.
ITokazaTeny MOTyT BapbUpOBATHCS B MpejiesiaX JOIMYCTUMONW HOPMBI.
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